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metal distendido
metal extendido . expanded metal

	entrega em 1 semana
suministro en 1 semana . delivery within 1 week
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 dimensões comerciais
medidas usuales de suministro . standard supply sizes

	aço macio 
acero . steel

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	 
	6 x 3,4 / 0,8 x 0,5
	52%
	2000
	LD 1000
	4,10

	 
	10 x 4,4 / 1,5 x 1,0
	30%
	2000
	LD 1000
	10,40

	 
	10 x 5 / 1,0 x 0,6
	62%
	2000
	LD 1000
	4,40

	aplanado
aplanado
flat
	16 x 8 / 2,0 x 0,9
	57%
	2000
	LD 1000
	7,00

	 
	20 x 10 / 1,5 x 1,0
	70%
	2000
	LD 1000
	8,20

	 
	28 x 10 / 2,5 x 1,0
	56%
	2000
	LD 1000
	8,00

	aplanado
aplanado
flat
	28 x 12 / 3,0 x 1,5
	50%
	2000
	LD 1000
	12,00

	 
	42 x 10 / 2,5 x 1,0
	59%
	2000
	LD 1000
	6,60

	 
	42 x 13 / 3,0 x 2,0
	54%
	2000
	LD 1000
	14,80

	'anti-derrapante'
'anti-derrapante'
'anti-slip'
	44 x 15 / 4,0 x 3,0
	 
	2000
	LD 1000
	43,00

	'decorativo'
'ornamentale'
'decorative'
	45 x 9 / 2,0 x 2,0
	 
	2000
	LD 1000
	14,20

	 
	62 x 20 / 7,0 x 5,0
	 
	2000
	LD 1000
	48,00

	 
	62 x 21 / 2,5 x 2,0
	76%
	2000
	LD 1000
	7,60

	 
	62 x 23 / 7,0 x 3,0
	39%
	2000
	LD 1000
	28,80

	 
	115 x 40 / 3,0 x 2,0
	85%
	2000
	LD 1000
	4,80

	 
	115 x 40 / 9,0 x 4,0
	55%
	2000
	LD 1000
	28,80

	       

	 
	28 x 14 / 2,1 x 1,5
	60%
	LD 2500
	1250
	11,00

	 
	43 x 17 / 2,1 x 1,5
	75%
	LD 2500
	1250
	10,70

	 
	53 x 20 / 2,1 x 1,5
	72%
	LD 2500
	1250
	7,50

	 
	53 x 20 / 3,2 x 3,0
	63%
	LD 2500
	1250
	22,20

	 
	62 x 23 / 3,6 x 3,0
	67%
	LD 2500
	1250
	23,50

	aplanado
aplanado
flat
	62 x 23 / 3,5 x 3,0
	69%
	LD 2500
	1250
	24,20

	 
	62 x 23 / 6,5 x 4,0
	44%
	2500
	LD 1250
	55,00

	 
	85 x 40 / 4,5 x 4,0
	70%
	LD 2500
	1250
	21,10

	       

	 
	110 x 40 / 9,0 x 6,0
	 
	LD 2000
	3000
	144,00

	 

	galvanizado
galvanizado . galvanized

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	sendzimir
sendzimir
hot-dip zinc coated
	6 x 3,4 / 1,3 x 0,5
	27%
	25 meter
	500
	3,00

	sendzimir
sendzimir
hot-dip zinc coated
	10 x 5 / 1,0 x 0,6
	62%
	2000
	LD 1000
	4,40

	imersão a quente
imerción en caliente
hot-dip galvanized
	90 x 30 / 3,0 x 2,5
	79%
	3000
	LD 1500
	18,90

	       

	protecção de árvores
protección de arbores
treeguards
	531
	90 x 30 / 3,0 x 2,5
	79%
	1500
	(300) 945
	6,00

	
	533
	90 x 30 / 3,0 x 2,5
	79%
	1500
	(400)1260
	8,00

	
	534
	90 x 30 / 3,0 x 2,5
	79%
	1750
	(300) 945
	7,00

	
	532
	90 x 30 / 3,0 x 2,5
	79%
	1750
	(500)1570
	11,50

	 

	alumínio
aluminio . aluminium

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	 
	6 x 3,4 / 1,0 x 0,5
	36%
	25 meter
	LD 500
	0,90

	 
	10 x 4,4 / 1,5 x 0,8
	46%
	25 meter
	LD 500
	1,50

	aplanado
aplanado
flat
	62 x 30 / 4,0 x 3,0
	62%
	2000
	LD 1000
	5,10

	 

	inox 304
acero inoxidable 304 . stainless steel 304

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	 
	6 x 3,3 / 0,8 x 0,6
	52%
	2000
	LD 1000
	4,10

	 
	10 x 5,2 / 1,2 x 0,6
	54%
	2000
	LD 1000
	3,80

	 
	22 x 8,7 / 1,2 x 1,0
	72%
	2000
	LD 1000
	4,20

	 
	28 x 10 / 2,5 x 1,0
	56%
	LD 2000
	1000
	7,40

	 
	42 x 14 / 2,0 x 1,0
	70%
	LD 2000
	1000
	4,80

	F21
	45 x 15 / 5,0 x 3,0
	 
	LD 1540
	2500
	67,38

	aplanado
aplanado
flat
	62 x 23 / 3,6 x 3,0
	67%
	2000
	LD 1000
	15,04

	 
	62 x 21 / 2,5 x 2,0
	76%
	2000
	LD 1000
	7,60

	       

	aplanado
aplanado
flat
	62 x 23 / 3,6 x 3,0
	67%
	LD 2500
	1250
	23,50

	 

	inox 310s 
acero inoxidable 310s . stainless steel 310s

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	 
	10 x 5 / 1,2 x 1,0
	52%
	2000
	LD 1000
	7,60

	       

	'perfuração quadrada'
'perforacion cuadrada' 
'square perforation'
	aplanado
aplanado
flat
	6 x 4,5 / 1,0 x 0,8
	50%
	2000
	LD 1000
	5,60

	
	
	14 x 11 / 2,0 x 1,5
	60%
	2000
	LD 1000
	6,40

	
	
	20 x 15 / 2,0 x 1,5
	68%
	2000
	LD 1000
	4,60

	
	
	30 x 23 / 2,5 x 2,0
	72%
	2000
	LD 1000
	5,00

	
	
	40 x 30 / 3,5 x 2,5
	70%
	2000
	LD 1000
	8,80

	
	
	50 x 37 / 4,0 x 2,5
	72%
	2000
	LD 1000
	8,40

	
	
	70 x 53 / 5,0 x 3,0
	75%
	2000
	LD 1000
	8,60

	
	
	90 x 64 / 6,0 x 4,0
	79%
	2000
	LD 1000
	11,00

	       

	'perfuração quadrada'
'perforacion cuadrada' 
'square perforation'
	aplanado
aplanado
flat
	20 x 14 / 2,5 x 2,0
	50%
	2500
	LD 1250
	12,50

	
	
	50 x 37 / 4,0 x 2,5
	72%
	3000
	LD 1500
	18,90

	
	
	90 x 64 / 6,0 x 4,0
	79%
	3000
	LD 1500
	24,80

	       

	'perfuração quadrada'
'perforacion cuadrada' 
'square perforation'
	não aplanado
non aplanado
not flat
	Q4 x 3 / 0,6 x 0,6
	59%
	25 meter
	LD 1000
	1,50

	 

	galvanizado
galvanizado . galvanized

	tipo
type
tipo
	ld x cd / travessa x espesor
ld x cd / strand x thickness
ld x cd / travessa x espessura
	aa%
aa%
aa%
	largo
lenght
comprimento
	ancho
width
largura
	peso
weight
peso

	'perfuração quadrada'
'perforacion cuadrada' 
'square perforation'
	sendzimir
sendzimir
hot-dip zinc coated
	14 x 11 / 2,0 x 1,5
	60%
	2000
	LD 1000
	6,40

	
	
	20 x 15 / 2,0 x 1,5
	68%
	2000
	LD 1000
	4,60

	
	
	30 x 23 / 2,5 x 2,0
	72%
	2000
	LD 1000
	5,00


